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New Xacti Linear PCM Sound Recorder is Smallest Ever

World’s slimmest
 and lightest
 sound recorder captures ultra high quality sound in both Linear PCM and MP3 formats

June 1, 2010 – SANYO has today announced the launch of the world’s slimmest and lightest Linear PCM sound recorder, the Xacti ICR-XPS01M. Recording true-to-life CD quality Linear PCM sound despite being less than one centimetre (9.4mm) thick, the new Xacti sound recorder is designed to be the most portable and versatile product of its type ever.

Dominic Jones, Marketing Manager at SANYO commented: “The Xacti sound recorder is a studio in your pocket – capable of recording in both Linear PCM and MP3 modes. We have listened to feedback from musicians to design and engineer a recorder that sets a new standard of quality, portability and versatility when recording tracks.”
Engineered for musicians

SANYO has a long heritage in high-end voice recorders, but this is the first product from the electronics giant aimed specifically at the music industry. Able to record multiple tracks automatically through its high quality stereo microphones, the slender touch-screen Xacti handset offers a wide array of precise settings and features that allow detailed adjustments to adapt to any recording environment.

Versatile, ‘shareable’ recording

Using microSD cards to record sound files, the Xacti offers unlimited expandability; and capturing files in a digital data format ensures no deterioration in quality when saving, storing or transferring them to editing software. The Xacti recorder offers plug-and-play compatibility with most major sound editing software packages. Recorded raw PCM files can be directly imported into software programs without requiring data conversion and can be easily used with programmed sequences and other production methods. 

Playback dock
The ultra-thin handset incorporates an easy-to-use red and black touch-screen control panel that not only looks stylish, but also eliminates operational noise when adjusting settings during recording. The Xacti ICR-XPS01MF model is packaged with a slender multifunctional cradle that provides 2W playback from four speakers. 
The fact that the sound recorder has playback capabilities for both MP3 and WMA files, an FM tuner and a headphones socket means it can double as a super-thin personal audio player, adding to the appeal of the portable 40mm thick playback dock.
Expansion of the Xacti brand

The Xacti ICR-XPS01M and ICR-XPS01MF provide the first examples of Xacti branded products from SANYO that are not connected with image making. Following a successful range of Xacti Dual Cameras, which shoot both HD footage and high quality still images, the new Xacti sound recorder is, according to the manufacturer, designed with the same philosophy of combining ‘exact’ and precise quality while supporting ‘active’ use through small, versatile and durable technology.

Dominic Jones continued:

“Never before has such high quality recording equipment been available in a format so small, stylish and affordable, which is the spirit in which all our Xacti products are designed. We believe that the Xacti sound recorder will have an equally big impact in the music community – from amateur enthusiasts to professional artists – as the Xacti cameras have had across the entire spectrum of image making.”
The usual retail price for the Xacti ICR-XPS01M is £199.99 and the Xacti ICR-XPS01MF (equipped with playback dock) is available for around £249.99
--- ENDS ---
About SANYO:
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Specifications

	Category
	 Xacti Sound Recorder

	Model No.
	ICR-XPS01MF(SL)/ICR-XPS01M(SL)

	Recording media
	No built in memory

Optional microSD/microSDHC card

(2GB included)

	Recording format
	PCM(WAV)/MP3

	Maximum recording time
	Recording mode
	Size of microSD card

	
	
	2GB(included)
	4GB(optional)
	8GB(optional)

	
	PCM(44.1kHz)
	Approx.  3hrs
	Approx.  6hrs
	Approx.  12hrs

	
	Stereo MP3(320kbps)
	Approx.  13.5hrs
	Approx.  27hrs
	Approx.  54hrs

	
	Stereo MP3(192kbps)
	Approx.  22.5hrs
	Approx.  45hrs
	Approx.  90hrs

	
	Stereo MP3(128kbps)
	Approx.  34hrs
	Approx.  68hrs
	Approx.  136hrs

	
	Stereo MP3(64kbps)
	Approx.  68hrs
	Approx.  136.5hrs 
	Approx.  272hrs

	
	Mono MP3(32kbps)
	Approx.  136hrs
	Approx.  273hrs
	Approx.  544hrs

	
	* microSD/microSDHC cards are optional(2GB included)

* The above recording time is shown as a reference. The maximum recording time may be shorter depending on the manufacturer’s specifications for the microSD card used.
* If 2 or more recording files are stored, the total recording time becomes shorter than the above reference time.
* 2GB volume sound data can be stored in one file as the maximum 2GB volume sound data can be stored in one file as the maximum recording data.
* It may be necessary to replace the battery in process.

	Maximum file
	Recording(external microphone input)：A.B.C.D(4 folders)199 each FM radio recording:199files

Line input:199files  Music(one folder):199 files  Recycle:199files

	Recording frequency

Sampling frequency

Bitrate
	Recording mode
	Recording frequency, Sampling frequency, Bit rate (During external microphone rec)

* When recording with the external microphone

	
	PCM(44.1kHz)

Stereo MP3(320kbps)

Stereo MP3(192kbps)

Stereo MP3(128kbps)

Stereo MP3(64kbps)

Mono MP3(32kbps)
	40～21,000Hz, 16bit/44.1kHz,1,411kbps

40～20,000Hz, 44.1kHz, 320kbps

40～20,000Hz, 44.1kHz, 192kbps

40～15,000Hz, 44.1kHz, 128kbps

40～7,500Hz, 22.05kHz, 64kbps

40～6,500Hz, 16kHz, 32kbps

	
	* During built-in microphone recording:60~20,000Hz(for PCM recording).The frequency upper limit of MP3 recording follows each recording mode of external microphone recording. Also, the lower limit for each recording mode 60Hz.

	Playback format
	PCM(WAV)/MP3/WMA/PDDRM-WMA　*PCM(only files recorded on the unit)

	Playback frequency
	20Hz ~21,000Hz(for 44.1kHz sampling frequency)

	Playback bitrate
	MP3:16~320kbps,WMA:32～192kbps　　　
*Depending on the file, normal playback may not be possible. 

	Tuner reception frequency
	FM：87.5~108MHz

	Rated output
	Main unit：

Headphones:1.8mW＋1.8mW(when 16Ωload, JEITA/DC)

Speaker:120mW(when 170Ωload, JEITA/DC)

	
	Cradle active speaker*6:

1.0W＋1.0W(AC operating)

0.2W＋0.2W(During battery of main unit operating)

	PC interface
	USB2.0（Hi-Speed)

	Maximum dimensions
	Main unit:Approx 38.8(W) x 96.3(H) x 9.4(D) mm

Cradle active speaker *6: Approx 162.9(W) x 113.8(H) x 40(D) mm

	Weight
	Main unit：Approx 46g（including Li-ion battery)

Cradle active speaker *6：Approx 263g



	Power source
	Main unit: Li-ion battery x1

	
	Cradle active speaker *6:

1)AC adaptor(DC5V:AC100-240V, 50/60Hz)

2)battery of main unit(DC3.7V)

	Full charging time
	Approx 150 min (USB recharge or recharge in cradle active speaker *6)

	Battery duration

Recording environment：

1) Backlight low power mode

Backlight on(low power), LED off, no recording monitor, MIC ALC ON

2)Turning off mode

Backlight off, LED off, no recording monitor, MIC ALC ON

Playback environment：

1)Backlight low power mode

Backlight on(low power),LED off , SOUND EQ = FLAT

2)Turning off mode

Backlight off、SOUND EQ = FLAT
	Recording time：

1) Microphone/line-in recording

MP3(mono 32kbps): ~ 20hrs(backlight low power mode) ~ 40hrs(backlight off mode)

MP3(stereo 64kbps):~ 19hrs(backlight low power mode) ~ 36hrs(backlight off mode)

PCM（stereo 44.1kHz): ~ 14hrs（backlight low power mode) ~ 23hrs（backlight off mode)

2) FM radio recording time

MP3(128kbps): ~ 12hrs(backlight low power mode) ~ 16hrs(backlight off mode)

Playback time:

1) Stereo earphones

MP3(mono 32kbps): ~ 21hrs(backlight low power mode) ~ 52hrs(backlight off mode)

MP3(stereo 64kbps): ~ 20hrs(backlight low power mode) ~ 46hrs(backlight off mode)

PCM(stereo 44.1kHz): ~ 15hrs(backlight low power mode) ~ 26hrs(backlight off mode)

2) Speaker of main unit

MP3(mono 32kbps): ~ 16hrs(backlight low power mode) ~ 32hrs(backlight off mode)

MP3(stereo 64kbps): ~ 16hrs(backlight low power mode) ~ 30hrs(backlight off mode)

PCM(stereo 44.1kHz): ~ 13hrs(backlight low power mode) ~ 21hrs(backlight off mode)

3) FM radio(stereo earphones)

~ 12hrs(backlight low power mode) ~ 16hrs(backlight off mode)

4) Cradle active speaker*6 (During battery of main unit operating)

MP3(mono 32kbps):~ 13hrs(backlight low power mode) ~ 21hrs(backlight off mode)

MP3(stereo 64kbps): ~ 13hrs(backlight low power mode) ~ 20hrs(backlight off mode)

PCM(stereo 44.1kHz): ~ 10hrs(backlight low power mode) ~ 15hrs(backlight off mode)

*The battery duration may change, depending on the battery type, manufacture, storage state, usage condition, and ambient temperature. Therefore, the time indications above are approximate figures only and they are not guaranteed. Operation not using SANYO battery　(Li-ion battery) is not guaranteed.

	Input/output sockets
	Main unit:

Stereo headphones mini-plug 3.5φ x 1,USB（microUSB) x 1,

microSD card slot x 1,stereo microphone(doubling as line input) mini-plug 3.5φ x 1

I/O connector x 1

	
	Cradle active speaker*6:

Stereo headphones mini-plug 3.5φ x 1

Line input mini-plug 3.5φ x 1

 I/O connector(for main unit) x 1

	Operating environment
	Hardware：PC with Windows® installed

OS：Windows® XP,Windows® Vista,Windows® 7

* Upgraded from Windows OS operation is not guaranteed, USB terminal: one available for connection with unit.

	Accessories
	Stereo earphones x 1,microUSB connection cable x 1

2GB microSD card x 1,Li-ion battery pack x 1

Cradle active speaker*6 x 1 , AC adaptor*6 x 1, Instruction manual x 1


*6 ICR-XPS01MF only
Notes：Designs and specifications subject to change without notice. Guaranteed operation does not apply to all PCs in recommended environment.

Microsoft Windows and Windows MediaTM are trademarks of Microsoft Corporation in the USA and in other countries.
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�　For Sound Recorders. Main unit only (not including protruding parts). Not including cradle. (SANYO survey, as of March 2010 launch)


�　For Xacti Recorders. Main unit only (not including protruding parts). Not including cradle. (SANYO survey, as of March 2010 launch)








