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Card Type Full-HD Full-SHQ HD-HR HD-SHQ TV-SHQ Recording“z
32GB 4hr01min Shrl7min Shr17min 6hr55min 16hr53min 262hr
8GB 1hrO1min 1hr21min 1hr21min 1hr46min 4hr19min 67hr
SD Number of Photo raphs*9
Memory 12M 10M M 0.9M 14M 2M
Card Type | 1M | (qg:0) | 14M-H | AMS | 6.9y | (16:9) | M | (16:9) | "M | Cont. | Cont.
32GB 4,700 5,810 4,450 6,640 8,800 | 42,300 | 45,200 | 84,600 | 194,000 | 6,640 | 45,200
8GB 1,200 1,480 1,130 1,690 2,240 10,800 11,300 | 20,700 | 49,800 1,690 11,300

*1 Eye-Fi cards are sold separately.
The Eye-Fi Uploading Function may not operate in the future due to change in card specifications
(This model does not correspond to the endless memory function of Eye-Fi X2 series.)

*2 Video shooting: when the data size of the recording memory exceeds 4GB, the data is automatically saved as one file and sequential data is
saved as a new file. (Each of 4GB file is automatically created.)
Audio recording: when the video filming time exceeds approximately 13 hours, the data is automatically saved as one file and sequential
data is saved as a new file.
Playback: segmented data is sequentially played back. When shift to the next file, the switching sound could heard.

*3 DCF (Design rule for Camera File system) is a standard designed by the Japan Electronics and Information Technology Association
(JEITA) primarily to facilitate the use of image files from digital cameras with related devices.

*4 The DPOF (Digital Print Order Format) is a format for recording on storage media information specifying frames and numbers of copies
for printing of images taken by digital cameras.

*5 Exif Ver2.2 is an industry standard established for file formatting of images from digital cameras.

*6 Reverse Sequential Shot.

*7 For these models 301fps is actually 29.97fps, 601fps is actually 59.94fps.

*8 Amount of pictures based on CIPA standards. When using a San Disk SD Memory Card (2GB) and bundled Lithium-ion battery.
Videos are when filming in HD-SHQ mode. Playback is when in continuous playback. Through actual operation, time may vary.

*9 Figure projects time and amount of stills taken which will fill the recording medium. Amount varies by memory card maker, type of photo
subject and photographic conditions.

*10 Audio Recording: Maximum 13h00min. for one file, but will save file and continue recording longer, generating a new file after 13hrs.

* All product names and company names are trademarks or registered trademarks of their respective companies. The “®” and “TM”

designations have been omitted.
* Appearance, features and specifications are subject to change without prior notice or obligations.




[image: image2.png]Specifications for DMX-CA100

Photo

Approx. 14.30 Megapixels

Effective Pixel

Video

Approx. 11.90 Megapixels (in Full HD/HD mode),
Approx. 14.30 Megapixels (in SD mode)

Image Sensor

1/2.33 inch CMOS sensor, Approx. 14.40 Megapixels

Recording Media™

SD Memory Card

SDHC Memory Card (up to 32 GB)
SDXC Memory Card (up to 64 GB)
Internal Memory: Approx. S0OMB

Recording File Format

Photos: JPEG (DCF°, DPOF *, Exif Ver2.2"™)
Videos: ISO standard MPEG-4 AVC/H.264 (.MP4)
Audio: 48 kHz sampling, 16 bit, 2ch, AAC Compression

Resolution

Photo

(pixels)

Sequential

Video™

16M: 4640 x 3480, 12M (16:9): 4608 x 2592 (16:9),
14M-H: 4352 x 3264 (low compression), 14M-S: 4352 x 3264 (standard compression),
10M (16:9): 4352 x 2448(16:9), 2M (16:9): 1920 x 1080 (16:9), 2M: 1600 x 1200,

0.9M (16:9): 1280 x 720(16:9), 0.3M: 640 x 480

14M: 4352 x 3264 (1fps/ 14 photos), 2M: 1600 x 1200 (7fps/22 photos) ]

Full-HD: 1920 x 1080 (60 fields/sec, 16 Mbps), Full-SHQ: 1920 x 1080 (30 fps, 12|

Mbps), HD-HR: 1280 x 720 (60 fps, 12 Mbps), HD-SHQ: 1280 x 720 (30 fps, 9 Mbps),
TV-SHQ: 640 x 480 (30 fps, 3 Mbps)

Lens

5x Optical zoom lens; Aperture: F=3.5 (W) - 3.7 (T);

Focus distance: =6.8 to 34.0 mm;

Galvanometer method structure, Auto focus: 8 groups 10 elements (3 aspheric elements,

4 aspheric surfaces), Built-in ND filter

Photo: =38 - 190 mm (=35mm) 5x optical zoom

Video: (Double-Range zoom “W mode”): =40 - 240 mm (=35mm) 6x Adv. zoom
(Double-Range zoom “T mode”): =80 - 480 mm (=35mm) 6x Adv. zoom

Photo Range

50 cm to infinity (wide), 1.0 m to infinity (tele) / Super macro: 1 cm - 80 cm (wide)

Digital Zoom

Shooting: Max. Approx. 10x, Playback: Max. Approx. 72.5x (16M mode, varies with
resolution)

Minimum Illumination for

Video

Approx. 17 lux (Auto mode, 1/30 sec.)
Approx. 5 lux (High-sensitivity/ Lamp mode, 1/15 sec.)

Sensitivity

Auto (ISO50 - 400)
Manual (ISO50/100/200/400/800/1600, Switching system)

Digital Image Stabilizer

Photos: Multi-calculation electric image stabilizer
Videos: Electronic image stabilizer

Object Detection

Face chaser (up to 12 faces at the same time)/ Target a Color

Uploading Function

Automatic Eye-Fi uploading On/Off, power management, and access point management

Microphone: Built-in stereo,

Andio Speaker: Built-in monaural (L+R ch mixed output)

LCD Monitor 2.7 inch, Low-temperature polysi.licon TFT color Widescreep LCD display,
Approx. 230,000 dots (7-level brightness, 285 degrees rotation)
AV output

Interface Video: Mini HDMI/Composite video (NTSC/PAL Audio: Stereo sound)

USB 2.0 (high-speed mode compatible)

Power Source

Lithium-ion battery (DB-L80 included: 700mAh)

Power Consumption

Using battery: 3.5 W (when shooting videos)

Approx. Photo Photos: approx.200shots (CIPA standard)
Battery Continuous video filming: approx. 60min. (Full-HD mode)
Life"® Video Video filming: approx. 30min.
Continuous playback: approx. 210min.
Disiensons Velumme 92.0 (W) x 40.8(D) x 123.0 (H)mm (maximum dimension, excluding protruding parts)

Volume: approx. 189cc

Weight

Approx.242g (including battery and SD card) , Approx. 225g (Body only)
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SANYO launches its most powerful full HD
 underwater Dual Camera ever
The SANYO Xacti CA100 is waterproof and shoots both HD footage and high resolution stills

July 26, 2010 – SANYO has today launched its highest specification waterproof Dual Camera in the UK. The pocket size Xacti VPC-CA100 is waterproof up to three metres (10 feet) and shoots both full 1080i high definition footage and 14 mega-pixel high-resolution still images. The Xacti’s signature slim-line, pistol-grip chassis makes shooting underwater easier than ever and a dual record button allows users to take pictures instantly even while shooting a movie.
Dominic Jones, UK Marketing Manager at SANYO commented:

“Waterproof cameras are increasingly popular with those looking to shoot images and video when on the beach, in the pool or just outdoors in the unpredictable English weather. The Xacti CA100 brings a new level of quality to this arena, not only offering unrivalled full HD and 14 mega-pixel still capabilities, but also a simple, durable and user-friendly design.”

Underwater performance

Engineered to adapt to a wide range of filming environments, the new Xacti CA100 has a wide-angle 35mm lens, shoots 1080i footage at 60fps, is watertight to a depth of 3 metres and incorporates a 12x Double Range Advanced Zoom
 function (5 x optical zoom) to help capture even distant events underwater. A built-in light/flash helps to brighten dark underwater scenes, and a bespoke underwater filming mode adjusts colour and contrast ratios to ensure true-to-life colours and brightness for both video and still images. An improved digital image stabiliser keeps footage smooth and makes shooting moving targets easier than ever before.

Easy to shoot and share videos and images
Less than 5cm thick, just 242g and incorporating a 2.7inch TFT LCD display, the pistol-grip Xacti CA100 fits in any pocket or handbag, which makes shooting on the move simple and unobtrusive. The Dual Camera records to SD card – including new high capacity SDXC cards – allowing unlimited expandable memory for even the longest trips. Recording in MP4 format makes sharing videos on social networks such as Facebook and YouTube quick and easy, while Eye-Fi card compatibility enables wireless uploading of videos and images to social networks from any hotspot.

Perfect for sports, holidays and English weather
Available in colourful, high visibility yellow and pink models, as well as original black, the pocket size CA100 has a wealth of specialist applications, from scuba diving to skiing, and also provides peace of mind when filming in the rain or snow. 

A HDMI output ensures full HD playback is quick and easy on any HD screen, and a USB2.0 port enables fast data transfer to your computer and recharges the battery when connected.

The Xacti CA100 is available nationwide from today, priced around £349.
--- ENDS ---
About SANYO:

SANYO Electric Co. Ltd. is a leading company for energy and environment, providing solutions for energy, environment and lifestyle applications. SANYO's businesses are divided into three business domains: Energy, Ecology and Electronics. These three areas cover a broad range of products and services such as rechargeable batteries, photovoltaic systems, HVAC/R equipment, digital imaging devices, personal navigation systems, home appliances, electronic components and others. For further information, please visit SANYO's web site at http://sanyo.com/.

SANYO Sales & Marketing Europe GmbH, headquartered in Munich, was established in 2009 on the basis of the German sales company, which had already been set up in 1977 and is a subsidiary of SANYO Electric Co. Ltd. As European headquarters, the company coordinates all marketing and sales activities in Europe for the product ranges projectors, LCD monitors, consumer electronics, digital imaging and voice recorders, in addition to security and surveillance technology.

The Digital Imaging division has been represented successfully on the European market since 2003 under the brand Xacti. Xacti Dual Cameras are synonymous with compact and innovative design of a high technological standard. SANYO was, for example, the first manufacturer to launch a camcorder in vertical form factor onto the market. Since 2009, as pioneer in the SD camcorder sector, SANYO has also been marketing camcorders in the traditional horizontal design. The Xacti line-up includes innovative full HD camcorders, robust outdoor/waterproof models and compact HD cameras.

Further information on SANYO is available online at: http://uk.sanyo.com
For further information and graphic material, please consult the SANYO Digital Newsroom or contact Alex Myers at Manifest London on:
(T) 0207 8120592

(M) 07739 314284

(E) sanyo@manifestlondon.co.uk
Product specifications on following page

Specifications
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� SANYO Xacti "Full HD" means data recorded at 1920 (horizontal) x 1080 (vertical) pixels


� “Advanced Zoom” is a technology used for video zoom function, integrating digital processing and optical treatment, which realizes wider angle as well as higher magnification zoom without image degradation, by enlarging the video filming area on the image sensor.






　　　　　　　　　　　　　　　　

